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EMS 501
Environmental Monitoring and Management System

EMS 501 Technical Specifications
Dimensions 380 x 105  x 35 mm

Weight 480 gr

Voltage 12 Volt

Current 500-2000 mA

Communication protocol Communication via standard TCP IP structure or GPRS 

Communication compatibility TS EN 61000-6-2

Protection class IP 44

Warranty 2 years

Measurement precision ±2% standard

Device operating limits Temperature: -20°C - 80°C, Humidity: up to 85% RH

Temperature measurement range 0 °C - 80°C (±1)

Relative humidity measurement range 0 - 95% RH (±3)

Measurement frequency 750 ms

Transmission frequency Adjustable transmission frequency

Limit adjusting Adjustable upper-lower limits

Door sensor Magnetic sensor (optional)

Temperature and humidity Internal temperature and humidity sensor

Screen 2x16 LCD screen

GSM identification Yes

Digital input 8 input

Digital output 3 output

Analogue input 8 input

Camera connection Yes

Protocols HTTP, HTTPS, SNMP Traps, Modbus, FTP, SSH, Telnet

Emergency e-mail Yes

Emergency SMS Optional

Siren Yes

USB cam support Yes
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Smoke Sensor
LN-EMS-SS

Temperature and Humidity Sensor
LN-EMS-HHS

FEATURES
• High precision
• Temperature and humidity measurement with a single device
• Calibrated digital measurement
• 2 m cable
• Compatible with indoor operations

Temperature and Humidity Sensor
Technical Specifications

Dimensions 50 x 33 x 18 mm

Weight 45 gr

Voltage 3.3 Volt DC

Current 20 ma

Communication protocol Communication via standard 
TCP IP structure or GPRS 

Warranty 2 years

Measurement precision ±2% standard

Device operating limits Temperature: -20°C - 80°C, 
Humidity: up to 85% RH

Measurement frequency 750 ms

Limit adjusting Adjustable upper-lower limits

Smoke Sensor Technical Specifications

Dimensions 130x 130 x 35 mm

Weight 200 gr

Voltage 12 Volt

Current 40 ma

Communication protocol Digital  NC/NO dry contact

Warranty 2 years

Measurement precision ±2% standard

Device operating temperature 0°C - 50°C 

Measurement frequency 20 measurements/minute

Limit adjusting Adjustable upper-lower limits

FEATURES
• High precision
• 12 Volt input
• 85 db sound
• Testing button

• Optical sensor
• Wireless
• Easy mounting
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Lande Leak Sensor
LN-EMS-LS

FEATURES

• High precision

• Compatible with EMS systems

• Can be connected to and EMS system as a sensor

• Can be connected to alarm systems

• Easy mounting

Leak Sensor Technical Specifications

Dimensions 50 x 33 x 18 mm

Weight 45 gr

Voltage 3.3 Volt DC

Current 10 ma

Warranty 2 years

Measurement precision ±2% standard

Device operating temperatures 0°C - 80°C 

Measurement frequency 750 ms

Limit adjusting Adjustable upper-lower limits

DS-2CD1323G0-IU
2 MP IR Fixed Turret Network Camera

● 1/2.7" Progressive Scan CMOS
● 1920 × 1080@30fps
● 2.8/4 mm fixed lens
● Color: 0.028 Lux @ (F2.0, AGC ON), 0 Lux with IR
● H.265+/H.265/H.264+/H.264

● BLC/3D DNR/ROI
● IR range: Up to 30 m
● 3-Axis adjustment
● IP66
● Built-in microphone
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CONTACT DETAILS
Headquarters

Factory

Address:
Merve Mah. Gazi Cad. No: 17
Sancaktepe - İstanbul / TÜRKİYE

Address:
20. Cadde No: 14 Eskişehir
Organize San. Bölg. 26250
Eskişehir / TÜRKİYE

Phone 
Fax 

: +90 216 312 26 53 
: +90 216 312 09 09

Phone 
Fax 

: +90 222 236 24 66 pbx
: +90 222 236 13 53

www.lande.com.tr  |  sales@lande.com.tr


